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Warehouse Storage 
 

If the unit lacks its original factory shrink pack wrapping it is necessary to apply a protective and wa-
terproofing product to avoid deterioration of shafts and rubber parts in case installation time ex-
ceeds 15 days. 
 

Installation 
 

When installing the gearbox always make sure that: 
 
 The specifications stamped on the rating plate match those indicated for the unit actually or-

dered; 
 The mating surfaces and the shafts are thoroughly clean and free of dents; 
 The surfaces where the gearbox are to be mounted on are flat and strong enough; 
 The machine drive shaft and the gearbox shaft are perfectly aligned; 
 The required torque limiters have been installed if the machine is likely to produce shocks or 

blockages during operations; 
 The rotary parts have been provided with the required safety guards; 
 Adequate waterproof covering has been provided if the machine is to be installed outside; 
 The working environment is not exposed to corrosive agents ( unless this has been indicated 

specifically in the order so that the gearbox can be adequately set up ); 
 The pinions or pulleys on the gearbox input/output shafts are properly fitted in order to not pro-

duce radial and/or axial loads that exceed the maximum allowable limits; 
 All the couplings have been treated with adequate rust preventative in order to avoid oxidation 

caused by contact; 
 All the mounting screws have been securely tightened; 
 Check the lubricant quantity depending on the mounting position of wormgearboxes size 130.   

Installation and maintenance instructions 

Lubrication 
 

All unit sizes of our wormgearbox range are supplied complete with a long life synthetic lubricant, 
viscosity 320 and do not require mainteinance. Units from size 026 to 110 can be installed in any 
mounting position. 
Operating range: 
  - 35°C — + 50°C for size 063 to 130 
  - 25°C — + 50°C for size 026 to 50 
In the case of ambient temperature < -35°C or > +50°C is necessary to use special oil seals and 
lubricant. 
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Critical applications 
 
If any of these cases apply, please contact the technical department.  
 
 Used to increase speed; 
 Used as a hoist; 
 Used in mounting positions not shown in the catalogue; 
 Used in environment pressure other than atmospheric pressure; 
 Used in places with temperatures < 0°C or > 40°C 
 

Mounting position 
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Starting up 
 
The unit should be started up gradually: do not immediately apply the maximum load the machine 
is able to take; look for and correct any malfunction that may be caused by incorrect mounting. 
Running-in is not essential for the reduction unit to run properly since modern construction techni-
ques for the gears and castings, the extreme cleanliness of the internal parts, and the excellent 
qualities of the lubricants used, guarantee the proper mechanical functioning from the first opera-
tion. 

Servicing 
 
The high degree of finish of the internal parts ensures that the unit will work correctly with only a 
minimum amount of servicing. Generally speaking, the following rules should be followed: periodi-
cally check that the exterior of the assembly is clean, especially in the cooling areas; periodically 
check to see if there are any leaks, especially in the areas around the  sealing. Assemblies that 
are lubricated for life and thus do not have any oil plugs do not require any special maintenance 
except as stated above.  

Troubleshooting 
 
If any problems should arise when starting the unit or during its first few hours of operation, 
contact the after sales service dept. of Transtecno. The table shows a series of problems with a 
description of possible remedies. It should be kept in mind however that the information given is 
for reference only, as all the drives manufactured by Transtecno are thoroughly tested and che-
cked before they leave the factory. Please note that tampering with the assembly without prior 
authorization from Transtecno immediately invalidates the warranty and often makes it impossi-
ble to ascertain the causes of a defect or malfunction. 
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Mounting the motor on the IEC B5/B14 flange 
 
Check that the tolerance of the motor shaft and the motor flange comply with at least one ‘normal’ 
class of quality. Carefully clean off any trace of dirt or paint from the shaft, the centering diameter 
and the face of the flange. Do not force the electric motor shaft into the gearbox motor sleeve. If 
this is not possible, check the tolerance of the motor key and ensure that it is correctly fitted. 
Apply antioxidative protection to the shaft in order to prevent fretting corrosion. Good quality mo-
tors should be used in order to ensure that the unit works correctly, without vibrations or noise. 
Before mounting the unit on the machine, check that the main shaft of the reduction unit rotates in 
the right direction.  



Troubleshooting 
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Spare Parts List 
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Spare Parts List 
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Spare Parts List 
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ELECTRIC MOTORS 

Over 3 KW size motors available 400 V (delta) - 690 V 
(star). Supply voltage version on request. 
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